
  Form No:  602 

Request for Quotation 

Reference No: AE/AK/Non Gem/01/2018-19 

Subject: Modulating control / variable valve positioning control  

 With reference to the subject mentioned above, you are invited to submit quotation in a sealed cover (technical 
and financial bids should be in separate sealed envelopes) in order to reach us on or before 02:00 PM, 27/08/2018 
(Monday) in the form of a hard copy to the address mentioned below. 

 The requirement is for single Phase power supply and modulating control / variable valve positioning control. 

  Minimum warranty period for all the parts should be 12 months 

 Price should include other additional charges, i.e. freight, insurance etc. & GST 

 Maximum educational discount should be shown explicitly in the quotation 

 Any other essential accessories for the functioning of the above mentioned products should  also be included. 
 

NOTE:  The last date of submission of bids for this tender is being 
extended  upto  20th Sep2018 before 03:00PM. 
 
 
 
 Dr. Abhijit Kushari 

 Professor 

Department of Aerospace Engineering 

IIT Kanpur, Kanpur-208016, UP, India 

Phone: +91-512-2597126 

E-mail: akushari@iitk.ac.in  

Sr. 
No. 

Product name No of 
Units 
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Modulating control / variable valve positioning control. 
 
Control Valve 1 Specification: 
Valve Size (Inlet Diameter)     :       50mm 
Pressure rating                          :       20  bar 
Temperature                             :       300 K 
Body Material                            :       Stainless Steel or cast Iron 
Connection                                 :       Bolt Flange 
Media Description                     :       Air 
Electric Motor                            :       Single phase power supply and modulating     
                                                              Control/variable valve positioning control. 
 
Control Valve 2 Specification: 
Valve Size (Inlet Diameter)     :       25mm 
Pressure rating                          :       20  bar 
Temperature                             :       300 K  (27 C) 
Body Material                            :       Stainless Steel or cast Iron 
Connection                                 :       Bolt Flange 
Media Description                     :       Air 
Electric Motor                            :       Single phase power supply and modulating     
                                                              Control/variable valve positioning control. 
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